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Bushfire Attack Level (BAL) 
 

Site Plan Requirements 
 
 
To do the assessment we need a Site Plan, with a North arrow, drawn to scale in 
pdf format (with layers turned on if possible) showing the proposed footprint of the 
building with dimensions from the closest building part to the boundaries shown.  
The Site Plan should also show the closest public road. 
 
If the property is very large, we will also need a part Site Plan just showing the 
closest one or two boundaries or the direction and distance to those boundaries and 
an area of say 50m around the building for wooded areas and say 25m around the 
building for low-threat or Grasslands. 
 
The Site Plan drawing(s) need to be clean and simple as it will be cut and pasted 
into an A4 report. It should not contain contours, trees, non-BAL notes or other 
miscellaneous information.  It should not be overlaid over an aerial photo. 
 
When printing to pdf please DO NOT rasterise the drawing but print as a wireframe 
to pdf by selecting vector.  In a lot of cases, we overlay the drawing as a vector 
document over the top of an aerial photo for some parts of our report and that mean 
that the background remains transparent typically. 
 
Sometimes our reports are photocopied in B&W so do not use grey scale, coloured 
drafting or colour coding but use labels where necessary. 
 
The font size for the dimensions to boundaries should be fairly large as they need to 
be readable when cut and pasted into an A4 report.  Do not use gray scale or fine 
line weights. 
 
If possible, have the Lot squared up on the page. 
 
Please give me a call if you have any queries. 
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